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EXCAVATE AND RE-COMPACT EARTH

1. THE GENERAL NOTES FOR ALL P-1SERIES STANDARD DRAWINGS
(TEMPORARY EROSION CONTROL) ARE GIVEN ON STANDARD DRAWING P-I-D
(TEMPORARY EROSION CONTROL DIVERSION DEVICES & SITE EXAMPLE).

2. "ALL TRASH, DEBRIS, DUFF, AND MATERIALS WHICH COULD INTERFERE
WITH THE I[NLET/BASIN PROTECTION FUNCTION SHALL BE REMOVED
PRIOR TO PLACEMENT AND AFTERWARDS ON A DAILY BASIS AS NEEDED.

3. MINOR MODIFICATIONS TQ THESE INSTALLATIONS MAY BE NECESSARY

TO ACCOMMODATE FIELD CONDITIONS.

4. RUNOFF DISCHARGED THROUGH INLET/BASIN PROTECTION SHALL BE
DIRECTED THROUGH A FILTER BERM, SEDIMENT TRAPS, OR STABILIZED

DISCHARGE AREA.

5. WHEN USING FILTER FABRIC ON INLET AND BASIN PROTECTION

CONSULT THE MATERIALS SECTION PRIOR TO [NSTALLATION.

SOD FILTER SOME INSTALLATIONS MAY BE BETTER 6. FRAMED WIRE/FABRIC, SOD, AND GRAVEL FILTERS ARE [NTENDED TO
—_— SERVED BY PLACING THE SWALE & GRAVEL BE USED ON ANY STRUCTURE NOT PRESENTLY SURROUNDED BY PAVEMENT.
BERM ALL THE WAY AROUND THE STRUCTURE 7. TYPE A AND B FILTERS (GRAVEL/WIRE MESH) INSTALLATIONS ARE
INTENDED TO BE USED ON ANY STRUCTURE SURROUNDED BY PAVEMENT
GRAVEL FILTER WITH OR WITHOUT CURBS.
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